Time Phased Force Deployment Data

TPi-DD

The number of passengers
associated with this ULN.
Generally if there is a number in
this field, the STN field will be blank
(unless they are supercargoes for
a rail/lsea move or there is minor
cargo accompanying pax on
strategic lift)

Unit Identification number
A six character, alphanumeric code that
uniquely identifies each Active, Reserve and
National Guard unit of the Armed forces. The
first character of this number identifies the
Service of the unit (W-Army, N-Navy, F-Air
Force, and M-Marine Corps). This field is
especially important to TC-ACCIS because it is

The Air or Sea Port of
Embarkation that the
deploying/re-deploying
unit departs enroute to the
Port of Debarkation or
destination. (The POE

Available Load Date
The day, relative to
C-Day*, the unit can begin
loading at the POE (the end
of the window between the
RLD and ALD).

The unit’s final
destination

(i.e. Baumholder,
Camp Eagle Base,
etc.)

may be the same as the

Validation of
Movement
KEY
ENT = Enroute
SC = Scheduled

origin (i.e. convoy).

how TC-ACCIS references the units.

Where the unit
originates from (e.g.
Ft. Hood, Hanau, etc.)

The unit designation
(e.g. 226 AV BN)

The Air or Sea Port of Debarkation that
the deploying or re-deploying unit
arrives and will begin movement to the
destination (the POD may be the same
as the destination (i.e. convoy).

A4

DEP = Deployed
S = Reviewed by
CINC ACOM and
ready for validation

v

Further description of the
unit (e.g. Attack Hel Bn,
Mobile Public Affairs Det,
etc.)

The number of short tons
associated with this ULN.
Generally, if there is a
number in this field, the
PAX field will be blank
(unless there is cargo

accompanying PAX on strat
Unit Line Number lift)

A ULN identifies each force

requirement in a TPFDD. The same
ULN must not appear on more than
one TPFDD force record. A unit cannot
move without a valid ULN. A unit will
have a separate ULN for cargo, PAX,
and, if required, sensitive items
(container).

Ready Load Date
The day, relative to C-Day*, the unit
will be prepared to depart (or begin
loading) the origin. (The window for
departure falls between the RLD and

ALD.)

*The date values required by the various data fields on the TPFDD are in

These codes indicate the preferred mode and source of
transportation for movement of a force or non-unit-related
requirement to the POE, intermediate location (if applicable),
POD, and destination. The MODE (M) is either Air (A), Sea (S)
or Land (L). For the SOURCE(S), refer to the key below:
KEY
M S STANDS FOR
A © AIR CHANNEL
A M COMMERCIAL AIR
A D DEDICATED AIR
A H SELF DEPLOY
A K STRAT AIR (AMC Controlled)
S E SEALIFT (MSC Controlled)
S T BARGE
L D LINE HAUL
L G TRAIN
L H UNIT CONVOY
L M COMMERCIAL TRUCK
X X No transportation required (Origin
and POE, or POD and destination
same)

Julian date format and begin with C (C-Day is the unnamed day a
deployment operation commences.)
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Required Delivery Date
The date, relative to C-Day*,
the unit is required to be at their
final destination.

Latest Arrival Date
The latest date, relative to C-Day*, the
unit should arrive at the POD in order to
meet the RDD at destination.

Earliest Arrival
Date

The day, relative to
C-Day*, that is the
earliest date a unit
can be accepted at
the POD (used with
the LAD, it defines a
delivery window for
transportation
planning).

Scheduled Status Flag
KEY
VALIDATED by
Supported
Commander
TRANSCOM
VALIDATED
AIRCRAFT
SCHEDULED




